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NOTES:

DRAWING SHOWS SIGNING
FOR TWO-LANE. TWO-WAY.

FOR MULTILANE UNDIVIDED
HIGHWAYS USE THIS SAME
DRAWING.

FOR MULTILANE DIVIDED
HIGHWAYS. ERECT SIGNS ()
ON BOTH SIDES OF THE WORK
AFFECTED ROADWAY.

PROJECT LIMITS

THE SIGN DISTANCE (X) SHALL
BE STATED TO THE NEAREST
WHOLE MILE.

MORE THAN TWO MILES IN LENGTH

WHERE HIGHWAY ALIGNMENT
CHANGES OCCUR THROUGHOUT
THE WORK AREA DUE TQO PHASE
OF WORK CHANGES. A SUPPLE-
MENTAL SIGN SPECIFYING “NEW
TRAFFIC PATTERNS”. (G95-24). SHALL |
BE MOUNTED BENEATH THE

LENGTH OF WORK SIGN. <
THE SUPPLEMENTAL SIGN SHALL S
REMAIN IN PLACE FOR A o
MAXIMUM OF 30 DAYS UNLESS
OTHERWISE DIRECTED BY THE
ENGINEER.
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TEMPORARY TRAFFIC CONTROL TYPICAL APPLICATION
PROJECT LIMITS SIGNS
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' KEY:

.<— SIGN SUPPORT
. FACE OF SIGN

ﬁ DIRECTION OF TRAFFIC
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\ NEXT X MILES
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